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WINDOW N0.

LOCATION.

QUANTITY

DESCRIPTION.

FRAME.

FINISH.

TYPE.

GLAZING.

IRON
MONGERY.

W01

Offices

6 N0.

Projected top-hung aluminium with stainless
steel concealed friction stays.

Standard aluminium.

Powder coated.

Projected top-hung opening outwards.

6.5mm thick laminated safety  clear glass fitted
with clip-on gasket seals with kugs plugged and
screwed to brickwork.

Black pull twist handle fixed to opening section.
Burglar bars fixed as per manufactured spec.

Ground floor

WINDOW N0.

LOCATION.

QUANTITY

DESCRIPTION.

FRAME.

FINISH.

TYPE.

GLAZING.

IRON
MONGERY.

W02

Stimulation room

1 N0.

Projected top-hung aluminium with stainless
steel concealed friction stays.

Standard aluminium.

Powder coated.

Projected top-hung opening outwards.

6.5mm thick laminated safety  clear glass fitted
with clip-on gasket seals with kugs plugged and
screwed to brickwork.

Black pull twist handle fixed to opening section.
Burglar bars fixed as per manufactured spec.

Ground floor

WINDOW N0.

LOCATION.

QUANTITY

DESCRIPTION.

FRAME.

FINISH.

TYPE.

GLAZING.

IRON
MONGERY.

W03

Stimulation room

6 N0.

Projected top-hung aluminium with stainless
steel concealed friction stays.

Standard aluminium.

Powder coated.

Projected top-hung opening outwards.

6.5mm thick laminated safety  clear glass fitted
with clip-on gasket seals with kugs plugged and
screwed to brickwork.

Black pull twist handle fixed to opening section.
Burglar bars fixed as per manufactured spec.

WINDOW N0.

LOCATION.

QUANTITY

DESCRIPTION.

FRAME.

FINISH.

TYPE.

GLAZING.

IRON
MONGERY.

W04

Stimulation room

1 N0.

Projected top-hung aluminium with stainless
steel concealed friction stays.

Standard aluminium.

Powder coated.

Projected top-hung opening outwards.

6.5mm thick laminated safety  clear glass fitted
with clip-on gasket seals with kugs plugged and
screwed to brickwork.

Black pull twist handle fixed to opening section.
Burglar bars fixed as per manufactured spec.

WINDOW N0.

LOCATION.

QUANTITY

DESCRIPTION.

FRAME.

FINISH.

TYPE.

GLAZING.

IRON
MONGERY.

W05

Toilets and change rooms

13 N0.

Projected top-hung aluminium with stainless
steel concealed friction stays.

Standard aluminium.

Powder coated.

Projected top-hung opening outwards.

6.5mm thick laminated safety  clear glass fitted
with clip-on gasket seals with kugs plugged and
screwed to brickwork.

Black pull twist handle fixed to opening section.
Burglar bars fixed as per manufactured spec.

WINDOW N0.

LOCATION.

QUANTITY

DESCRIPTION.

FRAME.

FINISH.

TYPE.

GLAZING.

IRON
MONGERY.

W06

Pool

1 N0.

Projected top-hung aluminium with stainless
steel concealed friction stays.

Standard aluminium.

Powder coated.

Projected top-hung opening outwards.

6.5mm thick laminated safety  clear glass fitted
with clip-on gasket seals with kugs plugged and
screwed to brickwork.

Black pull twist handle fixed to opening section.
Burglar bars fixed as per manufactured spec.

fixed fixed fixed

WINDOW N0.

LOCATION.

QUANTITY

DESCRIPTION.

FRAME.

FINISH.

TYPE.

GLAZING.

IRON
MONGERY.

W07

Pool

1 N0.

Projected top-hung aluminium with stainless
steel concealed friction stays.

Standard aluminium.

Powder coated.

Projected top-hung opening outwards.

6.5mm thick laminated safety  clear glass fitted
with clip-on gasket seals with kugs plugged and
screwed to brickwork.

Black pull twist handle fixed to opening section.
Burglar bars fixed as per manufactured spec.
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WINDOW N0.

LOCATION.

QUANTITY

DESCRIPTION.

FRAME.

FINISH.

TYPE.

GLAZING.

IRON
MONGERY.

W08

Pool

3 N0.

Projected top-hung aluminium with stainless
steel concealed friction stays.

Standard aluminium.

Powder coated.

Projected top-hung opening outwards.

6.5mm thick laminated safety  clear glass fitted
with clip-on gasket seals with kugs plugged and
screwed to brickwork.

Black pull twist handle fixed to opening section.
Burglar bars fixed as per manufactured spec.

WINDOW N0.

LOCATION.

QUANTITY

DESCRIPTION.

FRAME.

FINISH.

TYPE.

GLAZING.

IRON
MONGERY.

W09

Kitchen

1 N0.

Projected top-hung aluminium with
stainless steel concealed friction
stays.

Standard aluminium.

Powder coated.

Projected top-hung opening outwards.

6.5mm thick laminated safety  clear
glass fitted with clip-on gasket seals
with kugs plugged and screwed to
brickwork.

Black pull twist handle fixed to
opening section. Burglar bars fixed as
per manufactured spec.

WINDOW N0.

LOCATION.

QUANTITY

DESCRIPTION.

FRAME.

FINISH.

TYPE.

GLAZING.

IRON
MONGERY.

W10

Board room

2 N0.

Projected top-hung aluminium with
stainless steel concealed friction
stays.

Standard aluminium.

Powder coated.

Projected top-hung opening outwards.

6.5mm thick laminated safety
clear glass fitted with clip-on
gasket seals with kugs plugged and
screwed to brickwork.

Black pull twist handle fixed to
opening section. Burglar bars fixed
as per manufactured spec.

WINDOW N0.

LOCATION.

QUANTITY

DESCRIPTION.

FRAME.

FINISH.

TYPE.

GLAZING.

IRON
MONGERY.

D04

Storeroom, Pool and Board room

3 N0.

Projected side-hung aluminium door
with stainless steel concealed friction
stays.

Standard aluminium.

Powder coated.

Projected side-hung opening outwards.

6.5mm thick laminated safety
clear glass fitted with clip-on
gasket seals with kugs plugged and
screwed to brickwork.

Black pull twist handle fixed to
opening section. Burglar bars fixed
as per manufactured spec.

fixed

Ground floor

WINDOW N0.

LOCATION.

QUANTITY

DESCRIPTION.

FRAME.

FINISH.

TYPE.

GLAZING.

IRON
MONGERY.

D03

Staff room

1 N0.

Projected side-hung aluminium door with
top-hung windows with stainless steel
concealed friction stays.

Standard aluminium.

Powder coated.

Projected side-hung opening inwards.

6.5mm thick laminated safety  clear glass
fitted with clip-on gasket seals with kugs
plugged and screwed to brickwork.

Black pull twist handle fixed to
opening section. Burglar bars fixed
as per manufactured spec.

WINDOW N0.

LOCATION.

QUANTITY

DESCRIPTION.

FRAME.

FINISH.

TYPE.

GLAZING.

IRON
MONGERY.

D02

Passage

1 N0.

Projected side-hung
aluminium door with
stainless steel concealed
friction stays.
Standard aluminium.

Powder coated.

Projected side-hung

6.5mm thick laminated
safety  clear glass fitted
with clip-on gasket
seals..

Black pull twist handle
fixed to opening section.

WINDOW N0.

LOCATION.

QUANTITY

DESCRIPTION.

FRAME.

FINISH.

TYPE.

GLAZING.

IRON
MONGERY.

D01

Main entrance

1 N0.

Projected side-hung aluminium door with top-hung windows
with stainless steel concealed friction stays.

Standard aluminium.

Powder coated.

Projected side-hung opening inwards.

6.5mm thick laminated safety  clear glass fitted with clip-on gasket
seals with kugs plugged and screwed to brickwork.

Black pull twist handle fixed to opening section. Burglar bars
fixed as per manufactured spec.

WINDOW N0.

LOCATION.

QUANTITY

DESCRIPTION.

FRAME.

FINISH.

TYPE.

GLAZING.

IRON
MONGERY.

D05

Pool

1 N0.

Projected side-hung aluminium door
with stainless steel concealed friction
stays.

Standard aluminium.

Powder coated.

Projected side-hung

6.5mm thick laminated safety
clear glass fitted with clip-on gasket
seals..

Black pull twist handle fixed to
opening section. Burglar bars fixed as
per manufactured spec.
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DOOR N0.

LOCATION.

QUANTITY

DESCRIPTION.

FRAME.

FINISH.

TYPE.

GLAZING.

IRON
MONGERY.

D06

Staff room, store room and 6 N0 offices

8 N0.

40mm Door 813  x 2032 high Internal quality
hollow core masonite doors (or equal) hung to
steel frame.

Pressed steel door frame for door 813 x 2032mm
high with fanlight over 305mm high.

Painted as per paint schedule.

Cylinder locking system.

DOOR N0.

LOCATION.

QUANTITY

DESCRIPTION.

FRAME.

IRON
MONGERY.

D07

Public toilets and paraplegic change rooms

3 N0.

Fanlight over 813 x 305mm high opening.

40mm Door 990  x 2032 high Internal quality
hollow core masonite doors (or equal) hung to
steel frame.

Pressed steel door frame for door 990 x 2032mm
high with fanlight over 305mm high.

Painted as per paint schedule.

Cylinder locking system.

Fanlight over 990 x 305mm high opening.

DOOR N0.

LOCATION.

QUANTITY

DESCRIPTION.

FRAME.

IRON
MONGERY.

D08

Public toilets and paraplegic change rooms

10 N0.

40mm Door 990  x 2032 high Internal quality
hollow core masonite doors (or equal) hung to
steel frame.

Pressed steel door frame for door 990 x 2032mm
high.

Painted as per paint schedule.

Side-hung (refer to floor plan for door direction)

N/AGLAZING. GLAZING.

FINISH.

TYPE.

FINISH.

TYPE.

DOOR N0.

LOCATION.

QUANTITY

DESCRIPTION.

FRAME.

IRON
MONGERY.

D09

Kitchen, Staff toilets and Public toilets

7 N0.

40mm Door 813  x 2032 high Internal quality
hollow core masonite doors (or equal) hung to
steel frame.

Pressed steel door frame for door 813 x 2032mm
high.

Painted as per paint schedule.

N/AGLAZING.

FINISH.

Side-hung (refer to floor plan for door direction)Side-hung (refer to floor plan for door direction)Side-hung (refer to floor plan for door direction)

Cylinder locking system. Cylinder locking system.
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