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NOTES

1. REFER TO ARGHITECTURAL AND STRUCTURAL DRAWINGS
FOR BUILDING DETALS.

2. REFER TO ARCHITECTURAL DRAWINGS FOR EXACT
LOCATION OF SHELVES, CUPBOARDS, FITMENTS ETC.
TO COORDINATE THE ELECTRIGAL INSTALLATION.

3. ELECTRICAL INSTALLATION IS TO BE_FLUSH UTILISNG
PVC/Cu_WIRING ENCLOSED IN BLACK ENAMELLED
CONDU,

4. LIGHT SWITCHES TO BE MOUNTED AT 1350mm AFFL.

5. GHECK DOOR SWING ON SME FOR CORRECT SWITCH
FOSITION.

6. SWITCHES ON WALLS OUTSIDE BUILDINGS TO BE
WEATHER PROOF.

7. LOOP—IN BOXES SHALL BE FLUSH WITH SURFACE OF
CEILING.

8. ALL CONDUTS FOR FIRE DETECTION SHALL BE 25mm
DIA, STEEL..

9. WIRING TO DETECTORS, BREAK GLASS UNITS AND
BELLS SHALL BE DRAWN INTO THE CONDUIT USING
1.5mm PERELLI GENERAL FP100 GABLE.

0. PROVIDE 1| NO. END OF LINE RESISTANCE TO THE
LAST DETECTOR/BREAK GLASS LNIT IN THE RELATIVE
20N

1. BREAK GLASS UNIT TO BE INSTALLED AT 1350mm
AFF.L AND THE BELL TO BE INSTALLED DIRECTLY
ABOVE AT 2200mm AF.FL.

2. LIGHTNING PROTECTION TO BE STRICTLY IN ACCORDANCE.
VITH SABS 1024 AND BS 6651
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