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"Klip-Lok 700" Light industrial (0.5mm) galvanised
Z275 splenter @ 2* with a Globalcoat finish to
one side. The profile shall be roll-formed in
continuous lengths and be fixed to light steel in
strict accordance with manufacturer's spec.

Steel gutter to engineers
drawings and details.

"Klip-Lok 700" Light industrial (0.5mm)
galvanised Z275 splenter @ 2* with a
Globalcoat finish to one side. The profile shall
be roll-formed in continuous lengths and be
fixed to light steel in strict accordance with
manufacturer's spec.
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drawings.
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recommendations,
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approval.
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"Klip-Lok 700" Light industrial (0.5mm) galvanised Z275
splenter @ 2* with a Globalcoat finish to one side. The
profile shall be roll-formed in continuous lengths and be
fixed to light steel in strict accordance with manufacturer's
spec.
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"Klip-Lok 700" Light industrial (0.5mm) galvanised
Z275 splenter @ 2* with a Globalcoat finish to one
side. The profile shall be roll-formed in continuous
lengths and be fixed to light steel in strict
accordance with manufacturer's spec.
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engineers drawings.
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to architects approval.
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galvanised Z275
splenter @ 2* with a
Globalcoat finish to
one side. The profile
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sample to architects approval.
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spec and architect approval
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drawings.
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